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KNOW YOUR STRING TRIMMER

KNOW YOUR STRING TRIMMER (See Figure 1.)
The safe use of this product requires an understanding of the information on the product and in 
this operator’s manual as well as a knowledge of the project you are attempting. Before use of 
this product, familiarize yourself with all operating features and safety rules.

Battery pack

Switch lock out button

Auxiliary assist handle

Connection lock

Edger adjustment button

Edging guide wheel

Pivoting Head Adjustment button

Fig. 1
Single line cutting spool

Guide

Guard

Trigger switch
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ASSEMBLY INSTRUCTION

W A R N I N G                                                                                                                                            

                                                                                                                                          

• Replace the battery pack or charger immediately if the battery case or charger cord is 
damaged.

• Always make sure the string trimmer switch is OFF before inserting or removing the 
battery pack.

• Always make sure the battery pack is removed and the switch turned OFF, before 
inspecting, adjusting, or maintaining any other part of the hedge trimmer.

• Read, understand, and follow the Battery Charger instructions.

GUARD (See Figure 2.)
To avoid injury, always remove the battery pack before installing the guard, changing a cutting 
line, or making any adjustments.  
If the guard is damaged, do not use the grass trimmer/edger until it is replaced.

NOTE: Install the protective guard before operating the grass trimmer/edger. It cannot be 
removed or disassembled.
1. Remove the battery pack.
2. Invert the grass trimmer/edger to access the trimmer head.
3. Using a Phillips head screwdriver, remove the pre-installed screw (1) from the trimmer head.
4. Place the guard (2) on to the trimmer head and turn the guard 45° following the track on the 
head.
5. Align the screw hole on the guard with the screw hole on the trimmer head. 
6. Insert the screw into the trimmer head, fastening the guard in place.

2 1

 

Fig. 2
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ASSEMBLY INSTRUCTION

AUXILIARY HANDLE (See Figure 3.)

W A R N I N G
To avoid injury, adjust the auxiliary handle for optimum control and balance. Do not overreach 
when operating  grass trimmer/edger. Keep proper balance at all times for better control of the tool 
in unexpected situations.

CUTTIN

C

ADJUST THE CUTTING WIDTH

ONNECTING UPPER/LOWER TRIMMER SHAFTS

G LINE (See Figure 4.)

line needs replacing, insert a new spool.
To avoid injury, always remove the battery pack before installing the guard, changing a cutting 
line, or making any adjustments.

With lower shaft pointing downward insert lower

1. Position auxiliary handle onto the upper porti on of the trimmer shaft by sliding over shaft.
2. Once auxiliary handle is in the desired in use position tighten the knob until locked into position.
3. Auxiliary handle can be adjusted to suitable positon.

 shaft into upper shaft and turn shaft collar 

The cutting blade can be rotated 180° for change the 
cutting width from 10’’ to 12’’. see right picture.

  
Phillips screwdriver will be used. (not supplied)

  

clockwise to tighten.

To remove the spool:
1. Disconnect trimmer from the power supply.
2. Turn grass trimmer/edger over to access the spool.
3. Remove spool cover by pressing on two tabs parallel to each other on the side of the cover (2).
4. Remove the spool (1) from the spool housing (3).

REPLACEMENT SPOOL MODEL#29632

10’’

12’’

NOTE: 

2

3

1

Fig.3



ASSEMBLY INSTRUCTION

11

To replace the spool:
1. Replace the spool (1) with a new pre-wound spool.
2. Insert the end of line through the opening (4) in the spool housing (3).  
3. Align the tabs on the spool cover with the slots in the spool housing on the trimmer head.
4. Push down on the spool cover locking it to the spool housing.
5. To advance the line when initially installed, you must pull the line while pressing the black line 
release button on the side of the spool housing (3).

Fig. 4

2

1

4

3

To refill the spool:
1. Cut a length of 1/16" (1.65 mm) nylon monofilament line (1) approximately 18’ (5.5 m) long. 
2. Insert end of line into the small hole (2) to anchor the line.
3. Wind the line evenly and tightly in a clockwise direction.
4. DO NOT wind the line beyond the edge (3) of the spool.
5. Insert the line through hole (4) in the spool housing.
6. Position line spool (5) in spool housing (6).

Fig. 5
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Fig. 6

W A R N I N G

• Replace the battery pack or the charger immediately if the  battery case or charger cord is 
damaged.
• Verify that the switch is in the OFF position before inserting or removing the battery pack.
• Verify that the battery pack is removed and the switch is in the OFF position before inspecting, 
adjusting, or performing maintenance on any part of the blower.
• Read, understand, and follow the instructions contained in the section entitled Charging 
Procedure.

To remove (See Figure 6.)
1. Press the latch button (1) on the battery pack down and hold. 

2. 

NOTE: 
may require a strong pull to remove it.

1. Align the tongue (3) of the battery pack with the cavity in the blower housing.
2. 
3. Push the battery pack into the handle until the latch locks into place.
4. Do not use force when inserting the battery pack. It should slide into position and “click”.

To install (See Figure 6.)

trimmer

trimmer

1
2

3

BATTERY
IMPORTANT! The battery pack is not charged when it is purchased. Before using the trimmer for 

 precautions, and follow the inst ructions in the Battery Charger section. 
to read all safety
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OPERATION

 W A R N I N G                                                                                                                                            
To avoid injury:
• Do not squeeze the trigger while the grass trimmer/edger  is inverted.

Do not carry the grass trimmer/edger with your finger on the switch. Avoid unintentional starting.

                                                                                                                                          To Turn On/Off: (See Figure 7.)
1. Press the safety lock out button (2) and squeeze the trigger switch (1) to start.
2. Release the trigger switch (1) to stop.

C A U T I O N
Always allow 5 seconds or more for the cutting line spool to stop rotating after releasing the 
trigger switch.Do not invert the grass trimmer/edger, or place your hands under the protective 
guard until the grass trimmer/edger spool has come to a complete stop. 

Fig. 7

Edging Function (See Figure 8.)
For use next to patios, driveways and walkways or any areas requiring a well groomed edge line. 
1. Push on the edge button(1) and tilt the trimmer head 90 degrees until the head locks into position 
and release button.

IMPORTANT: The battery must be removed before making adjustments.

Lengthening  the Line (See Figure 9.)
While the grass trimmer/edger is operating, the cutting line gets worn down and becomes
shorter. This trimmer is equipped with Automatic Line Advancement which automatically feeds
additional line to the correct length as it wears down. If the line does not auto advance,
the trimmer line may be tangled or empty. To advance the line, stop and restart the trimmer.
Upon starting, the line will automatically advance 1/4" (6.4 mm).

Fig. 8
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Trimmer Tips
Before each use
• Make sure the protective guard is tightly installed. Tighten the guard screw.
• Make sure the battery is fully charged and that the charger is disconnected before using or 
storing the trimmer.
• Do not store the grass trimmer/edger in sunlight, in an excessively warm place, or near a 
furnace. The battery life will be shortened.
• If the battery must be stored in a warm place, charge it frequently.
• Before trimming, inspect the area for string, wire, branches or other material that may become 
entangled in the cutting line and thrown.
During use
• Trim only when the grass and weeds are dry. 
• Do not trim grass at night. Always make sure you have adequate lighting. 
• Hold the grass trimmer/edger by both the switch handle and the auxiliary handle for best control 
and balance. 
• Stand with the cutting head tipped down at an angle in front, guiding the grass trimmer/edger in 
a semicircular motion around you.
• If possible, guide the grass trimmer/edger to the left to cut.The line will cut as soon as it leaves 
the guard, and the clippings are thrown away from you.
• To produce a smoothly trimmed area, move the grass trimmer/edgermout of the area being cut 
with consistent speed and height.
• Use only the tip of the cutting line to do the trimming, especially near walls and fences. 
Trimming with the side of the cutting line may overload the motor, wear out the line faster, and 
break the line more often.
• Do not rest the trimmer spool on the ground while trimming. This will cause spool wear and 
battery drain.
• If the grass is higher than 6” (15 cm), trim in small stages.
• When the grass trimmer/edger is turned off and the spool stops rotating, the cutting line will 
relax and may recede. Feed extra cutting line before storing the trimmer to prevent losing the line 
completely into the spool.
• If the diameter of the cutting area gets smaller, the line is worn down and needs to be advanced 
more often.
• If the grass trimmer/edger is not cutting correctly, the cutting line may not be feeding properly. 
Remove and rewind the line spool.

Fig. 9
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OPERATION

CHARGING PROCEDURE (See Figure 10) 

that maximum run time can be achieved. This lithium-ion battery will not develop a memory and may be 
charged at any time. A fully discharged battery pack will require approximately 60 minutes (73Wh) / 120 
minutes (146Wh) to fully charge from a discharged state.

• Plug the charger into an AC power outlet.

• Insert the battery pack (1) into the charger (2).

This is a diagnostic charger. The Charger LED Lights (3) will illuminate in specific order to 
communicate the current battery status. They are as follows:

CHECKING THE CHARGE 
If the battery pack does not charge properly:

• Check the current at the power outlet with another tool. Make sure that the outlet is not turned off.

• Check that the charger contacts have not been shorted by debris or foreign material.

• If the surrounding air temperature is not normal room temperature, move the charger and 
battery pack to a location where the temperature is between 45˚F and 104˚F .

Fig. 10 3

1

2

CHARGING PROCEDURE (LED INDICATOR)
BATTERY IS CHARGING:
FULLY CHARGED:
BATTERY IS TOO WARM:
(REMOVE FOR APPROX. 30 
MINUTES TO ALLOW TO COOL)

DEFECTIVE BATTERY:
(REMOVE AND REPLACE WITH 
NEW BATTERY IF THIS OCCURS)

NO BATTERY PRESENT

RED RED

GREEN

GREEN

RED

RED

RED

RED RED
BLINKING

ORANGE
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OPERATION

CHARGER MAINTENANCE
• Keep the charger clean and clear of debris. Do not allow foreign material into the recessed 

cavity or on the contacts. Wipe with a dry cloth. Do not use solvents, water, or place in wet 
conditions.

• Always unplug the charger when there is no battery pack in it.

• The battery pack may be stored in the charger, however, it is recommended to disconnect 
the charger from the power source. To ensure safety and reliability all repairs should be 

• Check that the charger contacts have not been shorted by debris or foreign material.

CHARGER MOUNTING (See Figure 11) 
• This charger can be installed hanging on a wall using two screws (not supplied)

• Locate the placement for the charger to be wall mounted.

• If fastening to wood studs use 2 wood screws.

• Drill two holes 2 3/8” (6 cm) on center ensuring they are level.

• If fastening to dry wall use wall anchors and screws to secure the charger to the wall.

Fig. 11
































































