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1 INTRODUCTION
1.1 PRODUCT DESCRIPTION
This product is a battery-operated zero-turn mower with
electric motors.

We are committed to continuously improving our
products and reserve the right to modify the design and
appearance without prior notice.

1.2 INTENDED USE
The product is designed for efficiently cutting and
maintaining grass on residential lawns and outdoor
spaces. It is not designed for any other purpose.

1.3 SYMBOLS ON THE PRODUCT
Read the safety decals before operating your product.
The warnings have been developed for your safety.
Understand and follow all safety decals to reduce the
risk of a personal injury or property damage.

Symbol Explanation

IPX4 Protection from splashing water.

Indicates a potential personal injury
hazard.

To reduce the risk of injury, user must
read and understand operator’s manual
before using this product.

Wear ear protection.

Always wear safety goggles or safety
glasses with side shields and a full face
shield when operating this product.

Professional training is required before
operating the product.

Do not mow when children or others
are around.

Do not open or remove safety shields
while the product is running.

KEEP HANDS AND FEET AWAY MANTENGA 
LAS MANOS Y LOS PIES LEJOS

GARDEZ LES MAINS ET LES PIEDS À L'ÉCART

DANGER/PELIGRO To reduce the risk of injury, keep hands
and feet away from rotating parts. Do
not operate unless discharge cover or
grass bag is in its proper place. If dam-
aged, replace immediately.

Do not tow this product, it may cause
damage to the drive system.

Symbol Explanation

Never carry children or anyone, even
when the blades are off.

Always look down and behind you
when maneuvering in reverse or turn-
ing around. Make sure children, by-
standers, and pets are clear of the
area.

Use extra caution on slopes. Do not
mow slopes greater than 15 degrees.
Do not use on slopes near open water.

 

 

Remove objects that can be thrown by
the blade in any direction. Wear safety
glasses.

Keep all bystanders at least 30m
(100ft.) away.

Do not step.

Pull the neutral bypass lever outward to
release the drive brake. Never unlock
the neutral bypass lever on slopes. It
can cause a loss of control.

CAUTION — Do not stare at operating
lamp.

Don't sit at the tailgate of the rear stor-
age bin.

The maximum load-bearing capacity.

1.4 ENVIRONMENTALLY SAFE
BATTERY DISPOSAL

The toxic and corrosive materials below are in the
batteries used in this product: Lithium-ion, a toxic
material.
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 WARNING
Discard all toxic materials in a specified manner to
prevent contamination of the environment. Before
discarding damaged or worn-out Lithium-ion battery,
contact your local waste disposal agency, or the local
Environmental Protection Agency for information and
specific instructions. Take the batteries to a local
recycling and/or disposal center, certified for Lithium-
ion disposal.

 WARNING
If the battery pack cracks or breaks, with or without
leaks, do not recharge it and do not use. Discard it
and replace with a new battery pack. DO NOT TRY
TO REPAIR IT! To prevent injury and risk of fire,
explosion, or electric shock, and to avoid damage to
the environment:

• Cover the terminals of the battery with heavy-duty
adhesive tape.

• DO NOT try to remove or destroy any of the
battery pack components.

• DO NOT try to open the battery pack.
• If a leak develops, the released electrolytes are

corrosive and toxic. DO NOT get the solution in the
eyes or on skin, and do not swallow it.

• DO NOT put these batteries in your regular
household trash.

• DO NOT incinerate.
• DO NOT put them where they will become part of

any waste landfill or municipal solid waste stream.
• Take them to a certified recycling or disposal

center.

1.5 CALIFORNIA PROPOSITION 65

 WARNING
THIS PRODUCT CONTAINS OR EMITS A
CHEMICAL KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER OR BIRTH
DEFECTS OR OTHER REPRODUCTIVE HARM.

1.6 FCC 15 COMPLIANCE
STATEMENT

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions: (1)
This device may not cause harmful interference, and
(2) this device must accept any interference received,
including interference that may cause undesired
operation.

 WARNING
Any changes or modifications to this unit not expressly
approved by the party responsible for compliance
could void the user's authority to operate the
equipment.

Note: This equipment has been tested and found to
comply with the limits for a Class A digital device,
pursuant to part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against
harmful interference when the equipment is operated in
a commercial environment. This equipment generates,
uses, and can radiate radio frequency energy and,
if not installed and used in accordance with the
instruction manual, may cause harmful interference to
radio communications. Operation of this equipment in a
residential area is likely to cause harmful interference
in which case the user will be required to correct the
interference at his own expense.

To satisfy FCC / IC RF exposure requirements, a
separation distance of 8 in. (20 cm) or more should
be maintained between the antenna of this device
and persons during device operation. To ensure
compliance, operations at closer than this distance is
not recommended.

FCC US AGENT / RESPONSIBLE PARTY:

Greenworks North America, LLC

P.O.Box 1238, Mooresville, NC 28115, USA

1-888-909-6757 / 1-855-345-3934

www.greenworkstools.com

2 SAFETY
2.1 SAFETY DEFINITIONS
Warnings, cautions, and notes are used to point out
especially important parts of the manual.

 WARNING
THERE IS A RISK OF INJURY OR DEATH
FOR THE OPERATOR OR BYSTANDERS IF THE
INSTRUCTIONS IN THE MANUAL ARE NOT
OBEYED.

 CAUTION
THERE IS A RISK OF DAMAGE TO THE PRODUCT,
OTHER MATERIALS, AND THE ADJACENT AREA,
IF THE INSTRUCTIONS IN THE MANUAL ARE NOT
OBEYED.

Note: Used to give more information that is necessary
in a given situation.

2.2 GENERAL SAFETY WARNINGS

 WARNING
Read all safety warnings, instructions, illustrations
and specifications provided with this product.
Failure to follow all instructions listed below may result
in electric shock, fire and/or serious injury.
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Save all warnings and instructions for future
reference.

The term "product" in the warnings refers to your
mains-operated (corded) product or BATTERY-operated
(cordless) product.

2.2.1 WORK AREA SAFETY
• Keep work area clean and well lit. Cluttered or

dark areas invite accidents.
• Do not operate the product in explosive

atmospheres, such as in the presence of
flammable liquids, gases or dust. The product
creates sparks which may ignite the dust or fumes.

• Keep children and bystanders away while
operating the product. Distractions can cause you
to lose control.

2.2.2 ELECTRICAL SAFETY
• Product plugs must match the outlet. Never

modify the plug in any way. Do not use any
adapter plugs with earthed (grounded) product.
Unmodified plugs and matching outlets will reduce
risk of electric shock.

• Avoid body contact with earthed or grounded
surfaces, such as pipes, radiators, ranges and
refrigerators. There is an increased risk of electric
shock if your body is earthed or grounded.

• Do not expose the product to rain or wet
conditions. Water entering a product will increase
the risk of electric shock.

• Do not abuse the cord. Never use the cord
for carrying, pulling or unplugging the product.
Keep cord away from heat, oil, sharp edges
or moving parts. Damaged or entangled cords
increase the risk of electric shock.

• When operating the product outdoors, use an
extension cord suitable for outdoor use. Use of
a cord suitable for outdoor use reduces the risk of
electric shock.

• If operating the product in a damp location
is unavoidable, use a Residual Current Device
(RCD) protected supply. Use of an RCD reduces
the risk of electric shock.

• Do not clean the product with water from a hose
or a pressure washer. Water entering a product will
increase the risk of electric shock.

• Do not operate the product in rain. Water entering
a product will increase the risk of electric shock.

2.2.3 PERSONAL SAFETY
• Stay alert, watch what you are doing and use

common sense when operating the product. Do
not use the product while you are tired or under
the influence of drugs, alcohol or medication. A
moment of inattention while operating the product
may result in serious personal injury.

• Use personal protective equipment. Always wear
eye protection. Protective equipment such as a
dust mask, non-skid safety shoes, hard hat, or
hearing protection used for appropriate conditions
will reduce personal injuries.

• Prevent unintentional starting. Ensure the switch
is in the off-position before connecting to
power source and/or Battery pack, picking up
or carrying the product. Carrying power tools with
your finger on the switch or energizing power tools
that have the switch on invites accidents.

• Remove any adjusting key or wrench before
turning the product on. A wrench or a key left
attached to a rotating part of the product may result
in personal injury.

• Do not overreach. Keep proper footing and
balance at all times. This enables better control of
the product in unexpected situations.

• Dress properly. Do not wear loose clothing or
jewelry. Keep your hair, clothing away from
moving parts. Loose clothes, jewelry or long hair
can be caught in moving parts.

• If devices are provided for the connection of
dust extraction and collection facilities, ensure
these are connected and properly used. Use of
dust collection can reduce dust-related hazards.

• Do not let familiarity gained from frequent use
of tools allow you to become complacent and
ignore tool safety principles. A careless action
can cause severe injury within a fraction of a
second.

2.2.4 PRODUCT USE AND CARE
• Do not force the product. Use the correct

product for your application. The correct product
will do the job better and safer at the rate for which it
was designed.

• Do not use the product if the switch does not
turn it on and off. Any product that cannot be
controlled with the switch is dangerous and must be
repaired.

• Disconnect the plug from the power source
and/or remove the BATTERY pack, if
detachable, from the product before making any
adjustments, changing accessories, or storing
the product. Such preventive safety measures
reduce the risk of starting the product accidentally.

• Store an idle product out of the reach of children
and do not allow persons unfamiliar with the
product or these instructions to operate the
product. A product is dangerous in the hands of
untrained users.

• Maintain the product and accessories. Check
for misalignment or binding of moving parts,
breakage of parts and any other condition that
may affect the operation of the product. If
damaged, have the product repaired before use.
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Many accidents are caused by poorly maintained
product.

• Keep cutting tools sharp and clean. Properly
maintained cutting tools with sharp cutting edges
are less likely to bind and are easier to control.

• Use the product, accessories and tool bits etc.
in accordance with these instructions, taking
into account the working conditions and the
work to be performed. Use of the product for
operations different from those intended could result
in a hazardous situation.

• Keep handles and grasping surfaces dry, clean
and free from oil and grease. Slippery handles
and grasping surfaces do not allow for safe handling
and control of the product in unexpected situations.

• Remove the key or disable the product when
leaving the product unattended. The product is
dangerous to untrained users.

2.2.5 BATTERY TOOL USE AND CARE
• Recharge only with the charger specified by the

manufacturer. A charger that is suitable for one
type of battery pack may create a risk of fire when
used with another battery pack.

• Use the product only with specifically
designated battery packs. Use of any other battery
packs may create a risk of injury and fire.

• When battery pack is not in use, keep it away
from other metal objects, like paper clips, coins,
keys, nails, screws or other small metal objects,
that can make a connection from one terminal
to another. Shorting the battery terminals together
may cause burns or fire.

• Under abusive conditions, liquid may be ejected
from the battery; avoid contact. If contact
accidentally occurs, flush with water. If liquid
contacts eyes, additionally seek medical help.
Liquid ejected from the battery may cause irritation
or burns.

• Do not use a battery pack or product that
is damaged or modified. Damaged or modified
batteries may exhibit unpredictable behavior
resulting in fire, explosion or risk of injury.

• Do not expose a battery pack or product to
fire or excessive temperature. Exposure to fire
or temperature above 265°F (130°C) may cause
explosion.

• Follow all charging instructions and do not
charge the battery pack or product outside the
temperature range specified in the instructions.
Charging improperly or at temperatures outside
the specified range may damage the battery and
increase the risk of fire.

2.2.6 SERVICE
• Have your product serviced by a qualified repair

person using only identical replacement parts.

This will ensure that the safety of the product is
maintained.

• Never service damaged battery packs. Service
of battery packs should only be performed by the
manufacturer or authorized service providers.

2.3 RIDE-ON MOWER SAFETY
WARNINGS

• Do not use the mower in bad weather
conditions, especially when there is a risk of
lightning. This decreases the risk of being struck
by lightning.

• Thoroughly inspect the area for wildlife where
the mower is to be used. Wildlife may be injured
by the mower during operation.

• Thoroughly inspect the area where the mower is
to be used and remove all stones, sticks, wires,
bones, and other foreign objects. Thrown objects
can cause personal injury.

• Before using the mower, always visually inspect
to see that the blade and the blade assembly
are not worn or damaged. Worn or damaged parts
increase the risk of injury.

• Keep guards in place. Guards must be in
working order and be properly mounted. A
guard that is loose, damaged, or is not functioning
correctly may result in personal injury.

• Keep all cooling air inlets clear of debris. Blocked
air inlets and debris may result in overheating or risk
of fire.

• While operating the mower, always wear non-
slip and protective footwear. Do not operate the
mower when barefoot or wearing open sandals.
This reduces the chance of injury to the feet from
contact with the moving blade.

• While operating the mower, always wear long
pants. Exposed skin increases the likelihood of
injury from thrown objects.

• Do not operate the mower on slopes greater
than 10 degrees. This reduces the risk of loss
of control, slipping and falling which may result in
personal injury.

• When working on slopes, always be sure of your
footing. This reduces the risk of loss of control,
slipping and falling which may result in personal
injury.

• Do not mow from side-to-side when operating
mowers on unlevel or sloped ground. Always
mow slopes in the up-and-down direction. This
reduces the risk of loss of control, slipping and
falling which may result in personal injury.

• Do not touch blades and other hazardous
moving parts while they are still in motion. This
reduces the risk of injury from moving parts.

• When clearing jammed material or cleaning the
mower, make sure all power switches are off
and remove (or activate) the disabling device.
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Unexpected operation of the mower may result in
serious personal injury.

• Use extreme caution when reversing or pulling
the lawnmower towards you. Always be aware of
your surroundings.

• The user and technician SHALL carefully review
ALL applicable original equipment manufacturer
(OEM) safety-related repair manual procedures,
training, and precautions before use, maintenance
and service.

Note: The user and technician should consult a medical
professional if they have or are wearing:

• An implanted defibrillator.
• A cardiac pacemaker.
• An internal analgesic medication pump.
• An insulin pump.
• Hearing aids.
• Other medical devices.

2.4 SAFE PRACTICES FOR RIDE-ON
MOWERS

 WARNING
This mower is capable of amputating hands and feet
and throwing objects at high speed. Failure to read
and follow the warnings and safety instruction in this
manual could result in severe personal injury or death
to the operator or bystanders.

2.4.1 GENERAL SAFETY
• Do not use battery-operated ride-on mower in rain.
• Only allow responsible, capable adults who are

familiar with the instructions to operate this product.
• Safe operation requires your full attention and

capabilities.
• Always look where you are going and be aware of

your surroundings.
• Listen to the product and be aware of any change.
• Feel the product and its responses from both your

inputs and the environment.
• Remain focused on your task.
• Always wear proper eye protection that complies

with the latest safety standards in order to reduce
the risk of eye injury while operating or performing
any adjustment or repair. See ANSI Z87.1.

• Do not operate product unless discharge guard or
other safety devices are in place and working.

• Always wear a face mask or a dust mask while
operating the mower in a dusty environment.

• Always dress properly. The wearing of protective
gloves and safety footwear is recommended.

• Never operate the product while using a mobile
phone or any other electronic device. Operating
while distracted can increase the risk of serious
personal injury to the operator and bystanders.

• Do not operate the equipment while wearing
sandals, tennis shoes, sneakers, shorts or any type
of loose-fitting clothing. Wear safety shoes, hard
hats, long pants, protective eyewear and hearing
protection during operation to reduce the risk of
personal injury. Avoid loose-fitting clothing, jewelry
and any other apparel that could be caught on
moving parts. Secure hair above shoulder level
before starting work.

• Never carry passengers and keep bystanders away.
• Follow the manufacturer's recommendation for

wheel weights or counterweights.

2.4.2 PREPARATION BEFORE OPERATING
• Clear the operating area of any objects which could

be thrown by or interfere with operation of the
product.

• Keep the area of operation clear of all bystanders,
particularly small children. Stop the product and
attachment(s) if anyone enters the area.

• Do not operate the product without the entire grass
catcher, discharge chute, or other safety devices
in place and functioning properly. Check frequently
for signs of wear or deterioration and replace as
needed.

• Wear appropriate personal protective equipment
such as safety glasses, hearing protection, and
footwear.

• Do not carry passengers anywhere on the product.
Keep pets and bystanders out of the mowing area
during operation.

2.4.3 OPERATING
• Always drive with both hands. Do not drive with just

one hand.
• Only operate the product in daylight or good artificial

light.
• Avoid holes, ruts, bumps, rocks, or other hidden

hazards. Uneven terrain could overturn the product
or cause operator to lose their balance or footing.

• Do not put hands or feet near rotating parts or under
the product. Keep clear of the discharge opening at
all times.

• Do not direct discharge material toward anyone.
Avoid discharging material against a wall or
obstruction. Material may ricochet back toward the
operator. Stop the blade(s) when crossing gravel
surfaces.

• Never leave an activated product unattended. Take
appropriate precautions when stopping the product
or leaving the operator’s position. Always stop on
level ground. Disengage the PTO, set the parking
brake, switch off the power and remove the key
before standing up from the operator’s position.

• Do not mow in reverse unless absolutely necessary.
Always look down, behind and to the side before
changing directions or backing up.
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2.4.4 CHILDREN SPECIFIC
• Tragic accidents can occur if the operator is not

alert to the presence of children. Children are often
attracted to the product and the mowing activity.
Never assume that children will remain where you
last saw them.

• Keep children out of the operating area and under
the watchful care of another responsible adult other
than the operator.

• Do not carry children, even with the blade(s) off.
Children could fall off and be seriously injured or
interfere with safe operation. Children who have
been given rides in the past could suddenly appear
in the mowing area for another ride and be run over
or backed over by the product.

2.4.5 USE A RAMP
• When loading or unloading the product from a

trailer, always use full width ramps that extend
beyond the width of the product.

• This provides a surface for the mower frame to
contact if the unit starts to tip backwards. It also
reduces the risk of a wheel going off and the product
tipping over.

• Do not exceed a 15-degree angle between the ramp
and the ground or between the ramp and the trailer
or truck.

• Become familiar with the mower’s controls and
confident in its smooth operation before attempting
to drive it up or down a ramp.

• Use slow drive mode and drive carefully.
• Avoid any sudden movement of the controls and use

only slow, even acceleration.

2.4.6 TOWING
• Tow only with a product that has a hitch designed

for towing. Do not attach towed equipment except at
the hitch point.

• Follow the manufacturer’s recommendation for
weight limits for towed equipment and towing on
slopes. See Rear Trailer Hitch section. (Reference
6.1.3)

• Never allow children or others in or on towed
equipment.

• On slopes, the weight of the towed equipment may
cause loss of traction and loss of control.

• Travel slowly and allow extra distance to stop.

2.4.7 SERVICE
• Keep product in good working order. Replace worn

or damaged parts.
• Use caution when servicing blades. Wrap the

blade(s) or wear gloves. Replace damaged blades.
Do not repair or alter blade(s).

• Do not charge ride-on mower in rain, or wet
locations.

• Store idle ride-on mower indoors - When not in use,
ride-on mower should be stored in an indoor dry and
locked-up place - out of reach of children.

• Turn off and remove start key before servicing,
cleaning, or removing material from the ride-on
mower.

Save all warnings and instructions for future
reference.

2.4.8 SLOPE OPERATION

Slopes are a major factor related to accidents.
Operation on slopes requires extra caution. To reduce
the risk of injury, never operate the product under
any condition where you experience wheel slipping or
sliding, or where wheel traction or mower stability and
control are in doubt. The product may slide even if the
wheels are stopped. These conditions increase the risk
of roll over.

• Never operate on a slope greater than 15 degrees
- a slope that has 5.4 feet of elevation change
over any 20 foot segment. See Slope Identification
Guide (Reference 2.4.9) in this Operator Manual.

• Reduce speed and use extra care when mowing on
slopes. If you cannot back up the slope or if you feel
uncomfortable, do not drive on the slope.

• Avoid turning the product down slopes. Turn up
slopes.

• Always keep the product in gear when going down
slopes. Do not coast downhill.

• Avoid starting and stopping on slopes. Avoid making
sudden changes in speed or direction. Make turns
slowly and gradually.

• Avoid mowing grass that is slippery, wet, or soft.
Operating on wet or soft slopes can cause loss of
control, which can lead to tip over.

• Use extra care while operating the product with a
grass catcher or other attachments.They can affect
the stability of the product.

2.4.9 SLOPE IDENTIFICATION GUIDE

 WARNING
To reduce the risk of serious personal injury or death,
never operate on slopes greater than 15 degrees.
Always check the degree of slope on the lawn surface
before attempting to mow in that area.

• Download an inclinometer app onto your mobile
device that measures slopes.
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• Place a flat piece of wood or metal, 4-6 feet in
length, on the surface of the slope.

• Open the app and place your phone (2) on the flat
piece of metal or wood (1) to determine the exact
slope of your lawn. Do not mow if the slope is
greater than 15 degrees.

2.4.10 ROLL OVER PROTECTION SYSTEM
(ROPS)

The Roll Over Protection System (ROPS) is an
important and effective safety device. Do not remove,
repair or alter the ROPS. Replace a damaged
component of the ROPS.

 WARNING
Keep the roll bar in the raised and locked position and
fasten the seat belt around your waist when operating
the product. There is no roll over protection when the
roll bar is down. When the roll bar is raised and your
seat belt is fastened, do not jump off the mower if it
tips. It is safer to be secured by the seat belt with the
roll bar raised.

The roll bar is designed to fold down to allow the
operator to drive under overhanging obstacles and fit
the mower into trailers. Lower the roll bar only when
absolutely necessary. Never use the seat belt when the
roll bar is down. Raise the roll bar as soon as overhead
clearance permits. Never remove the roll bar.

 WARNING
In order to avoid serious injury or death from roll over,
follow the warnings listed below.

• Always fasten the seat belt when the roll bar is in
the raised position.

• Never use the seat belt when the roll bar is down.
• Keep the roll bar raised and locked unless

absolutely necessary to pass under an obstacle.
There is no roll over protection when the roll bar is
down.

• Overhanging obstacles can be dangerous. Before
passing under tree branches and other obstacles,
always ensure sufficient clearance. If absolutely
necessary, lower the roll bar to pass under the
object. Return the roll bar to the raised and locked
position immediately after clearing the obstacle.

• Never modify, alter or remove the roll bar.

• The roll bar has a maximum weight limit. Never
exceed the weight rating marked on the roll bar.

• Read and follow the instructions about inspecting
and maintaining the ROPS.

Inspect the Roll Bar

 WARNING
Failure to properly inspect and maintain the roll bar
can result in serious injury or death.

Inspect the roll bar to ensure that it has not been
damaged, weakened or otherwise compromised during
use. Inspect for evidence of misuse, wear, modification,
or damage. Contact your authorized servicing dealer if
you have any questions about the condition of the roll
bar.

• Do not attempt to repair a roll bar. It must
be inspected and replaced by the manufacturer
following a collision, rollover, or other overhead
impact to ensure there is no microstructural
damage, which could reduce its effectiveness. Avoid
welding, straightening segments, or attempting
repairs on the roll bar. Likewise, refrain from
drilling holes or welding anything to it, as this will
compromise its structural integrity.

• Before using the mower for the first time:

1. Make sure the mower's gross weight, including
attachments, payload, and operator, is below the
maximum weight stated on the roll bar label.

2. Check for missing, damaged, or loose hardware.
Make sure all of the components are in place
and securely attached.

3. Check for proper installation of the components
of the roll bar. If you have questions, consult
your authorized servicing dealer.

• Before each use or daily—Inspect the roll bar and
mounting hardware for:

1. Deformation or twisting of the roll bar.
2. Missing or damaged hardware—including

hardware that cannot be re-tightened.
3. Cracks in the metal tubing or welds.
4. Corrosion on the roll bar or the ROPS hardware.
5. Unauthorized welds, holes, or hardware.
6. In addition, confirm that the roll bar label and

ROPS warning information is still in place and
readable.

Inspect the Seat Belt

 WARNING
The seat belt is another component of the roll over
protection system. Inspect the seat belt regularly to
ensure that it can perform its intended safety function.

• Before each use, check for wear or damage caused
by normal degradation, misuse, modification, or
abuse.
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1. Check for fraying, cuts, or other wear in the
fabric of the seat belt.

2. Check the seat belt for dirt and debris. Remove
dirt. Confirm proper mechanical operation by
testing extension and retraction of the belt and
the mechanism securing the buckle and latch.
If the polymer or metal parts are damaged
or cracked, or if latching and releasing the
buckle are difficult, or if the seat belt has any
other mechanical problems, have the seat belt
replaced by your authorized servicing dealer.

2.4.11 DROP-OFFS AND WATER

 WARNING
Drop-offs around steps and water are a common
hazard. Never operate your mower down a slope
towards water, a retaining wall, or other drop-off. Use
extra caution when operating the mower in the vicinity
of such hazards.

 WARNING
To reduce the risk of falling into water, down steps, or
over the edge of a drop-off, always leave yourself two
mower widths of clearance between your mower and
the hazard. Failure to maintain sufficient clearance
may result in serious injury, death, or drowning.

2.4.12 SAFETY START INTERLOCK SYSTEM
This mower is equipped with a safety start interlock
system consisting of the parking brake, operator
presence control switch, PTO switch and start key to
protect the operator and others from accidental injury
due to unintentional drive activation.

Check mower safety start interlock system daily prior
to operation. This system is an important mower
safety feature. It should be repaired immediately if
it malfunctions. The mower incorporates a separate
operator presence control switch which will stop the
drive system and blade motors when the operator is not
in place for any reason while the mower is operating.
This is a safety feature designed to prevent runaway or
accidental entanglement.

 WARNING
The safety interlock system must not be disconnected
or bypassed. Doing so could cause the product to
operate unexpectedly, resulting in personal injury.

To inspect the system:

1. The operator must be on the seat when testing the
operator presence control switch.

2. Insert the start key and turn to ON position.
3. Make sure the steering control levers are pivoted

outwards to engage the parking brake.
4. Pull the PTO switch to engage the blade motor.
5. Slowly stand up from the seat. The mower blades

should stop in 3 seconds.
6. If the mower blades fail to stop when the operator

is not in place, contact your authorized servicing
dealer immediately. Do not operate the mower until
the safety start interlock system has been repaired.

3 ASSEMBLY
This section describes how to assemble and adjust the
product.

 WARNING
CAREFULLY READ AND UNDERSTAND THE
SAFETY CHAPTER AND THE ASSEMBLY
INSTRUCTIONS BEFORE YOU ASSEMBLE THE
PRODUCT.

3.1 INSTALL THE ROLL BAR
1. Align the holes of the lower roll bar with the frame.

Use an 18 mm wrench to tighten the four sets of
bolts and washers, applying torque within the range
of 30 - 37 ft-lbs (40 - 50 N·m).

Note: In order to ensure proper alignment, avoid
fully torquing all bolts until the very end.

2. Align the holes of the top roll bar with the lower roll
bar. Install bolts, washers, and nuts in the bottom
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hole. Tighten with an 18 mm wrench applying torque
within the range of 15 - 22 ft-lbs (20 - 30 N·m).
Insert clevis pins and R pins into the top hole to
secure the top roll bar in the raised position.

3. At the middle and bottom sections of the roll bar,
connect the corresponding wire connectors.

4. Make sure all nuts and bolts are torques to the
mentioned values above.

3.2 INSTALL THE SEAT
1. Position the seat assembly over the seat panel and

align holes.
2. Install two bolts on the front of the seat and tighten

securely with a T40 wrench applying torque within
the range of 14 - 18 ft-lbs (20 - 25 N·m).

3. Pull the seat adjustment lever to move the seat
forward and expose the two mounting holes in the
back. Install the two bolts and tighten securely.

4. Connect the wire connector to the seat plug located
behind the seat. Ensure the plugs are securely
attached.
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